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iMZ220
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•  
•  203 dpi 8  / 
•   4  / 102 
•  CPCL  ZPL® 
•  
•  400MHz 32  ARM® 128 MB RAM 
•  128 MB 
•  USB 
•  1.6Ahr 
•  
•  
•  
•  
•  
•  
•  Clamshell 
• SNMP Web  HTML

Wavelink Avalanche® [ ]
•   LED 
•  4  / 1.2 
•  
•  Bluetooth 2.1
•   1-4
•   Bluetooth  Apple iOS5 iOS6
•  IP42  IP54
•  Print Touch via NFC –  Bluetooth 

   

203dpi 8  / 

128 MB RAM 128MB 

• iMZ220 1.9  / 48.3 
• iMZ320 2.9  / 73.7 

 4  / 102 

   

     iMZ220                             iMZ320
  3.18  / 80.77       4.11  / 104.4 
  5.34  / 135.6       5.34  / 135.6 
  2.26  / 57.4         2.26  / 57.4 
  0.70  / 0.32             0.75  / 0.34 

                

  

•  1.5:1 2:1 2.5:1 3:1 3.5:1
•  Codabar (NW-7) Code 39 Code 93 Code 128

EAN-8 EAN-13 with 2 and 5 digit add-on Interleaved
2-of-5 UCC/EAN 128 UPC-A UPC-E with 2 and 5 digit
add-on

•  Aztec Code Data Matrix GS1/DataBar™ (RSS)
MaxiCode MicroPDF417 PDF417 QR Code TLC 

39

   

• Bluetooth 2.1
• 802.11a/b/g/n
• 
•  IP54 
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• iMZ  4 
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•  ZBI 2.x
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•  14 F / -10 C  122 F / 50 C
•  -4 F / -20 C  140 F / 60 C
•  10  90%

FCC Part 15 and EN 55022 Class B limits FCC IC 
European Standards for Bluetooth  802.11a/b/g/n TÜV  
IEC 60950 NOM C-Tick  VCCI SMark PSE
CCC MII Bluetooth SIG-registered  CCX  Wi-Ficertifed

   

•  802.11a/b/g/n  LAN
– WEP TKIP  AES  (802.1 x )
– EAP-FAST EAP-TTLS EAP-TLS PEAP, LEAP
– 802.11 i (WPA2) 802.11d 802.11 h
– 802.11 n Wi-Fi (802.11n)-certifed Cisco CCX v4

ASD-certifed
•  USB 2.0
•  Bluetooth 2.1  iOS  Bluetooth 
•  Windows CE.NET Pocket PC Windows Mobile

2002 Windows Mobile 2003 SE Windows XP 2000  
NT  Zebra Windows /

 Mobile SDK 
• Android 2.3 4.0 4.1
• iOS 5 iOS 6
•   802.11a/b/g/n  Bluetooth 3.0

   

1.88  /  47.8  0.4  / 10.2  
0.75  / 19 

• iMZ220 2.0 0.03 / 50.8 0.76 
• iMZ320 3.0 0.03 / 76.2 0.76 

2mil / 0.0508  4mil / 0.1016 
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